KM105_24CHARACTERS KMARY

Designed for general cable marking applications. Applied to the cable with nylon ties.
Features: KMARK - MARKFAST
 Fast and easy to apply.

* Quick to locate required markers.

* Supplied ‘On Site’ when you need them.

¢ Guaranteed error free markers, when data received electronically.
* Easy to read.

* Can be installed outdoors.

« Choice of colours.

PART NO. MAX. TRADE PRICE PACK  |coo]
CHARACTERS PER PACK ary |1 |
8 a5

KM35 1
KM70 16 70 1
KM105 24 105 1

Specially treated, UV Resistant Polyester
TEMPERATURE RANGE -40°C to +150°C

CHEMICAL RESISTANCE Humidity, oil and common cleaning agents.*
EREE T o < os. 70 & 105mm
STANDARD CHARACTER HEIGHT &l

MAXIMUM 6mm 35mm - 8
CHARACTERS 70mm - 16
PER LABEL 105mm - 24

Bold block black print on yellow standard.
Bold block black print on white optional.

*Chemical compatibility table available.

MATERIAL Transparent, UV Stabilised Polyethylene
TEMPERATURE RANGE -75°C to +80°C
10mm x 47, 85 & 117mm

MOUNTING Supplied with Nylon Cable Tie CT165B installed
(CT200L & CT200LB & CT143B optional)

(o VN | =[] H 1PN [ CT165 - 44mm (1%")e. CT200L - 55MM(2")e.

Email: markfast@carroll.com.au

Note: All prices in catalogue exclude GST.







